






Sales & Information: 1.800.544.7220

H-2736

Cementometer, Type-R Moisture Meter— HC-4972 
The Cementometer Type R handles normal water/cement ratios 
between 0.35 to 0.65 water/cement. The unit is calibrated for  
standard type I, II, and III cements and can also be programmed 
with up to ten different  mix designs by the user. For highest  
accuracy, the user should program the unit for the material being 
used. The simple-to-use calibration process rapidly creates user 
programs without the need for external computing devices. The 
unit can store over 150 readings complete with time and date for 
future reference. Data can be recalled via RS-232 interface. 

List price $2000.00 ea

H-2680

 Multi-Channel Maturity Meter Set— H-2680 
Digital unit gives maturity number calculation, instant 
readout and temperature history. All four channels  
may be used simultaneously. All information is  
available on menu-driven alphanumeric display.  
Datum temperature is programmable from -20° to 
+60°C. Communications port allows information 
transfer from meter to meter, printer or computer. 
Includes four type “T” thermocouple wire, connectors, 
RS-232 communications cable and plastic carrying  
case. Dimensions: 8 x 4-3/4 x 3" (203 x 121 x 76mm). 
Meets ASTM C1074. Shipping wt. 7.6 lbs. (3.44kg) 

List price $1520.00 ea

Rechargeable Multi-Channel Meter— H-2682 
Same as H-2680 except that a rechargeable nickel-
cadmium battery is used. A waterproof battery charge 
connector enables charging from the 120V charger 
supplied or run directly off of AC power. This unit  
provides improved low ambient service temperature 
performance. Meets ASTM C1074. 

List price $1680.00 ea

Deluxe Concrete Curing Box— H-2968
Lightweight, portable—74 lbs. (33.6kg)— curing box for concrete  
cylinders. Plastic construction is rugged, durable and rustproof. Up to 
22 standard 6" x 12" (152 x 305mm) test specimens can be stored at 72 
±2°F (22.2 ±1.1°C) over an ambient range of -10 to 100°F (-23 to 37.8°C). 
Sturdy, 14-gauge steel bottom rack provides optimum water circulation for 
even curing. Bottom valve for fast drainage. Lockable lid resists tampering. 
Requires minimum 15 amp circuit. Deluxe model includes recirculating  
water temperature control unit with temperature set buttons, indicating 
lights and digital readout for water temperature. Meets ASTM C192, C511, 
C31; AASHTO M201, T126, T23. Shipping wt. 200lb. (90.9kg) 

List price $3550.00 ea

H-2968

HC-4972

Precision Tank Heater, 110V, 50/60Hz— H-2986A 
Precision Tank Heater, 230V, 50/60Hz— H-2986A.4F 
Designed for efficient and economical indoor operation with 
H-2961 series curing tanks where temperature does not fall  
below 55°F (13°C). Temperature is thermostatically controlled 
and adjustable. The 1,000W, 8.3 amp, 120V solid-state  
controlled element will warm to a maximum of 200°F. Heater 
is Incoloy sheathed to prevent rust and is secured to aluminum 
base. Base provides protection for heater components from  
test cylinders in the tank. Overall length: 22-1/2" (46cm).  
Shipping wt. 6 lbs. (2.7kg)  

H-2986A— List price $290.00 ea 
H-2986A.4F— List price $300.00 ea

Curing Tank Circulator, 110V, 60Hz— H-2985 
Curing Tank Circulator, 220V, 50/60Hz— H-2985.4F 
Silent submersion pump is 1/160HP (30W) with 120 GPH rating 
at 1ft. (0.3cm) height. Circulation from the 1/4" (6.4mm) MNPT 
discharge may be aimed; simply place the housing on any of 
five sides. Flow also may be directed using elbow connector 
(included) or by attaching extension tubing. Working parts are 
lubricated and sealed for life in glass-filled nylon housing with 
flush inlet. Features 6ft. (1.8m) grounded cord. 

H-2985— List price $67.00 ea 
H-2985.4F— List price $75.00 ea

H-2986A

H-2985

2" Cube Mold, parallel arrangement— H-2810
2" Cube Mold, parallel arrangement, 316 stainless steel. Fitted 
with angles for attaching to studs threaded into detachable  

baseplate. Shipping wt. 15lbs (6.8kg) List price $490.00 ea

2" Cube Mold, diagonal arrangement— H-2820
2" Cube Mold, diagonal arrangement, forged bronze.  
Reinforcing rib prevents spreading. Detachable base plate.  

Shipping wt. 15lbs (6.8kg) List price $420.00 ea

H-2810

H-2820

Dual-Channel, Temperature/ 
Relative Humidity Logger— H-2736 
This self-contained, data logger is housed in a robust, 
waterproof (IP68-rated) case, which is designed for  
use in harsh applications like cylinder curing rooms. 
This small data logger has a high reading accuracy  
and resolution, large memory capacity, a fast off-load 
speed and a low battery monitor. Data is downloaded 
to a computer for viewing, reports and archiving. RH 
reading range is 0 to 100% and temperature range is 

-13 to 185°F (-25 to 85°C) List price $250.00 ea

Software for Logger— H-2736.SW 
Software for operating H-2736 data logger, which 
includes multi language support. This Windows-based 
program is simple and intuitive, allowing users to easily 
manage their data loggers and recorded data.  

List price $80.00 ea


